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LIMITS OF SPECIAL EXCAVATION AS~———————=3/
PER SPECIAL PROVISION SECTION 214
(54 C.Y.)
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’ LA SOIL FILL (76 C.Y.) ~
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CA—1 FILL (3.7 TONS)

RIPRAP

/ A\ TYPICAL SINK HOLE SEALING DETAIL

FiLL, C=3 (1.5 TON)

NOT TO SCALE

4/

NOTE:

DUE TO THE UNKNOWN CONDITIONS THAT EXIST IN AND AROUND THE SHAFTS AND SINK HOLES,

THE CONTRACTOR SHALL USE EXTREME CAUTION WHEN PERFORMING WORK NEAR THEM.
ENGINEER RESERVES THE RIGHT TO INCREASE OR DECREASE THE QUANTITY FOR SPECIAL
EXCAVATION AND BACKFILLING MATERIALS AS DETERMINED BY THE EXACT CONDITIONS
ENCOUNTERED DURING SPECIAL EXCAVATION.

SOIL COVER 3" MINIMUM (42 C.Y.)
FROM SPECIAL EXCAVATION

FILTER FABRIC (90 S.Y.)

1" CA—6 FILL (28.7 TONS)

95 C.Y. OF SPECIAL
EXCAVATION REQUIRED

RIPRAP FILL C—3
(78 TONS)

APPROXIMATELY 2 =
5 x 5

25’

m TYPICAL SLOPE ENTRY FILLING DETAIL
W SIDE VIEW NOT TO SCALE

17 CA—1 FILL {22.8 TONS)
SLOPE ENTRY
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INSTALL 20 FEET OF 8" PVC
PIPE DRAIN WITH RODENT GRATE

—EXISTING GRADE

(<
INSTALL MINE OPENING MARKER PER DETAIL

AT EACH SLOPE AS DIRECTED BY THE PROJECT
ENGINEER.

5” DIAMETER BRASS TABLET
TO BE ANCHORED AND SET
IN CONCRETE

BRASS TABLET PROVIDED
BY 1.D.N.R.

GRADE ELEVATION

TUBULAR CONCRETE FORM
3" INSIDE DIAMETER
FORM TO REMAIN IN PLACE

CLASS SI CONCRETE
(APPROX. 1 C.Y.)

SOIL AT BASE OF HOLE
TO BE TAMPED

/¢ MINE OPENING MARKER DETAIL
4 NOT TO SCALE
EXACT LOCATION TO BE SET BY ENGINEER
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